
Manual of “User defined PMEQ” and “My Scheme”

For Lotoo PAW Gold Touch and PAW 6000 only

Create a new user defined PMEQ:

PMEQ is short  for  “Parametr ic Equal izer” ;  I t  provides more precis ion and has 

a greater number of  adjustable parameters compared to the more simpl i f ied 

equal izers included in other audio players.  PMEQ al lows users to make mult i -

p le adjustments across the f requency spectrum. 

1. In  Sett ings  ,set   Hardware decode   to  Auto

2.

1.  In   Sett ings   ,set   Hardware decode   to   Auto   .

2. In   Sett ings   >   EQ Sett ings   >   PMEQ   ,  the grey l ines indicate preset PMEQs 

which can not be modif ied,  whi le the whi te l ines are user-def ined ones, 

which are able to be modif ied.  Cl ick on the l ine to enter the PMEQ edi tor .

4. Adjust  the PMEQ parameters to sui t  your requirements.

6. In the playing screen, you’ l l  f ind the new PMEQ in the lower r ight EFX menu.

5. Tap on the icon in the upper lef t  corner  <   ,and choose   Yes   to save.

Provide a name for your new PMEQ sett ing and choose   OK   to enter the 

PMEQ edi tor .

3.

In  Sett ings   >   EQ Sett ings   >   PMEQ   ,choose the icon in the upper r ight  

corner        , then choose the   add  icon in the bottom menu.

Modify an existing user defined PMEQ:



About  Hardware decode

When  Hardware decode  is set  to  On   , the Player wi l l  decode al l  DSD 

f i les nat ively,using the bui l t - in hardware. In th is case,the PMEQ/ATE wi l l  

not  take ef fect  wi th DSD f i les,even i f  selected,and the ATE/PMEQ icon 

on the top status bar wi l l  be coloured grey (when playing DSD f i les only) .

A.

1.

2. Select the PMEQs needed,then tap on the  OK  icon in the upper right corner.

In  Sett ings  >  EQ Sett ings  >  My Scheme  ,  tap on the icon in the upper 

r ight  corner       , then choose  add scheme  at  the bottom

3. Create a name for the scheme

When   Hardware decode   is  set  to   Auto   , the Player wi l l  decode DSD f i les 

depending on the EFX: i f  ATE/PMEQ are not act ivated, the hardware 

decode wi l l  be appl ied;  otherwise software decoding wi l l  be appl ied.

B.

“My Scheme“ is for  managing a large number of  PMEQs eff ic ient ly.  I t  a l lows 

users to choose a select ion f rom al l  of  the saved PMEQs and def ine them 

as one “scheme”,  making sort ing more ef f ic ient ly.

Re-edi t  the PMEQ parameters to sui t  your requirements.3.  

Tap on the icon in the upper lef t  corner   <   ;  3 opt ions wi l l  become avai l -

able:

  Save   Save the modif icat ions you have made to the current PMEQ

  Save as   Save the modif icat ions you have made to the PMEQ with a new 

name

  Give up   Cancel  the edi t ing operat ion

4. 

Create a new scheme:



5.

1. In   Sett ings   >   EQ Sett ings   >   My Scheme   , tap on the icon in the upper r ight  

corner         to manage your schemes.

2. Schemes can be batch deleted by select ing them and then tapping the 

bottom r ight  icon  Delete 

3. An indiv idual  scheme can be modif ied by c l ick ing the       icon, located on 

the r ight  s ide of  each scheme name.

In the playing screen, you’ l l  f ind only the scheme PMEQs are shown in the 

EFX menu.

4. Go back to  My Scheme  ,and select  the scheme that you just  created, in 

order to load and run i t .

Modify an existing scheme:


